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GLW108 >> HIGH POWER RGB LED WASH MOVING HEAD 108W

SPECIFICATIONS

Lumen Output: 2.000lm+.

Lux at 2m : 24.000

Pan-Tilt movement 540º/270º with Resolution 8-16bit.

Pan-Tilt user selectable ranges for greater reliability.

DMX-512 Control Protocol + AUTO 1,2 + SOUND 1,2 + CUSTOM.

Two selectable DMX personalities 9(basic) / 12(advanced) DMX channels.

6 standard optical system.

Dimmer 0-100%.

Strobe 1-20Hz.

Flame Retardant Construction.

Weight 6,5 kgs

º

MVH.018

Code

GLW108

Model
No. of
LEDs Colour Dimensions Weight

37 13R+12G+12B 296x190x344mm 6.5Kgs

Input

Voltage

100-240VAC

50-60Hz

Power

Consumption

130W

6º230VAC

Voltage

130W

WATT

6.5Kgs

GREEN LINE WASH 108

LED MOVING HEADS Meet the
member of
GREEN LINE Wash family.
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LED PROJECTORS

STORM WASH 61 Z00M >> HIGH POWER RGBW LED PROJECTOR 180W

PLE.037

Code

STORM

WASH 61

Z00M

Model
No. of
LEDs Colour Dimensions Weight

61 17R+17G+17B+10W 302x237x311mm 9Kgs

Input

Voltage

100-240VAC

50-60Hz

Power

Consumption

180W

8º-40º IP66230VAC

Voltage

180W

WATT

9Kgs
SPECIFICATIONS

Lumen Output: 3500+

Lux at 5m: 5000lm (8 optics).

USITT DMX 512 on board with optional DMX personalities.

Display control on board for 3/4/5/6/12 channels, STATIC COLOUR, AUTO and CUSTOM.

IP rating 66.

Electronic zoom 8

Dimmer 0-100%.

Strobe 0-20Hz.

Weight 9Kgs.

º

º-40º.

L i g h t i n g

L i g h t i n g

ACCESSORIES
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Optional top hat for antiglare protection

Optional diffusion filters for soft edge

homogeneous color mixing

degree of initial intensity

degrees of initial intensity

degrees of initial intensity

,

.

1 (90% )

5 (80% )

10 (60% )
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HOMO PAR PROJECTOR >> HIGH POWER RGB LED 3in1 54W

PLE.024

Code

HOMO PAR

PROJECTOR 3in1

Model
No. of
LEDs Colour

18 RGB 3in1

Input

Voltage

95-240VAC

Power

Consumption

54W 40º IP2095-240VAC

Voltage

54W

WATT

MINI HOMO PAR PROJECTOR >> HIGH POWER RGB LED 3in1 21W

PLE.025

Code

MINI HOMO PAR

PROJECTOR 3in1

Model
No. of
LEDs Colour

7 RGB 3in1

Input

Voltage

95-240VAC

Power

Consumption

21W

40º IP2095-240VAC

Voltage

21W

WATT

Dimensions Weight

200x200x140mm 1.7Kgs

1.7Kgs

DMX LIGHTING CONTROL DESK

Code

CDS.219

POWER INPUT

DMX OUTPUT : 3-pin female DMX connector

BATTERY (not included) : PP3, 9V

: 9 VDC , 1W

DIMENSIONS : 173x153x55mm

WEIGHT (battery excluded : 0,6Kg

6 channel faders plus master.

Can operate with battery or AC/DC adaptor.

Simple to use.

Desk top or wall mounted.

Can also operate as a DMX tester.

55mm

173mm

153mm

AC/DC adaptor.

Input 230 VAC / Output 9 VDC.

Supplied with the control desk.

SPECIFICATIONS

CDS.003

Code

X-30PRO

Model

DMX LIGHT CONTROLLERS

L i g h t i n g

L i g h t i n g

CONTROLLERS FOR ANTARI EQUIPMENT

Suitable for full X Series and PROrange

Cable length 2m

Wireless range up to 50 meters

Connector 5 pin XLR

RF Address: 0-8

II

CDS.002

Code

Z-30PRO

Model

Suitable for Z-1500 and Z-3000

Cable length 2m

Wireless range up to 50 meters

Connector 5 pin XLR

RF Address: 0-8

II II

CDS.004

Code

BCR-1

Model

CDS.001

Code

Z-50

Model

Suitable for Z-800 , Z-1000 and Z-1020

Wireless range up to 50 meters

Connector: Stereo jack ON / OFF

II II II

Suitable for B-100X / B-200

Wireless control (ON/OFF) up to 50 meters

Connector: Stereo jack
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S-120 >> 600W FOAM MACHINE

SPECIFICATIONS

EFF.040

Code Dimensions

600 260 300x x mmS-120

Model

230VAC 50-60Hz

Input

Voltage

600W

Power

Consumption Weight

12kgs

230VAC

Voltage

600W

WATTWATT

12Kgs 5lt

CAPACITY

B-200 >> 100W HIGH OUTPUT BUBBLE MACHINE

EFF.011

Code Dimensions

421 250 197x x mmB-200

Model

230VAC 50-60Hz

Input

Voltage

100W

Power

Consumption Weight

11kgs

230VAC

Voltage

100W

WATT

11Kgs 2lt

CAPACITY

FLQ.001

FLQ.002

FLQ.003

FLQ.004

FLQ.005

Code

BL-5

H2L-5

SL-5A

FLR-5

FLG-5

Model

SPECIAL EFFECTS

FLUIDS & CONSUMABLES

Reliable environmental and user friendly Antari S-120 produces clear and bubbly foam suitable for a wide

variety of applications

, ,

.

OUTPUT

320ml /min

B-200 features four Double Bubble Wheels” which generate a massive continuous torrent of bubbles far and wide The set of

3 fans at the back of the unit spread the bubbles far The machine can operate through DMX control or with/without timer

and wireless remote control

, .

.

.

”

Output: m /min

Tank capacity: lt

F

320 l

5

Bracket included

unction: ON / OFF only

SPECIFICATIONS

Tank capacity: lt

Fluid consumption rate: min/lt

Remote control included: ( )

Optional Remote controls: ( ireless )

Remote connector: tereo JACK

2

20

BCT-1 timer remote

BCR-1 w remote

S

DMX on board: 1 channel with 5 pin XLR connector.

Code

ALUMINIUM STANDS

5 liters

5 liters

5 liters

5 liters

5 liters

Packaging

Bubble Liquid (B-100, B-100X, B-200)

Haze Liquid (HZ-100/200/300/400/500)

Premium Snow Liquid (S-100II, S-200)

Light Fog Liquid (All fog mechanics)

High Density Fog Liquid (All fog machines)

Description

Code

ALUMINIUM STAND

3200mm T-BAR

ALUMINIUM STAND

3500mm T-BAR
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TTR.101

Load capacity: 30Kgs

T-Bar length: 1200mm

Tube diameter: 38-45mm

Net weight: 3,5Kgs

Min height: 1400mm

Max height: 3200mm

TTR.102

Load capacity: 15Kgs

T-Bar length: 1200mm

Tube diameter: 38-45mm

Net weight: 4Kgs

Min height: 2500mm

Max height: 3500mm

Any reproduction by means or whole of this prospectus in any way, is prohibited without the written consent and permission of ELECTRON SA ELECTRON SA
reserves the right to alter specifications and other product information and to discontinue any product contained in this prospectus at any time without prior notice.
Technical data valid at time of going to press. Errors and omissions excepted.
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