
TRUE BLUE T 

TRUE BLUE T5 5000 W

Color:	 	
Manual:	 L3.40000.B	 L3.40005.B
P.O.:	 –––––––––	 –––––––––

All L3 sets include barndoor and filter frame

Technical Data:
Size (HxWxL): 522 x 465 x 390 mm
Packed Size: 495 x 510 x 555 mm
Weight: 11.5 kg
Shipping Weight: 16.2 kg (with pallet)
Protection Class: I/IP 23
Lamp: CP/29 5000 W, 230 V 
 CP/85 5000 W, 230 V
Base: G38
Lens Ø: 250 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.40950.0

	 8-leaf	Barndoor	
	 L2.40960.0

	 Filter	Frame	
	 L2.80970.0

	 Softbox	Adapter	
	 L2.76247.0

	 Scrim	Set	
	 L2.80980.0

	 Snoot	
	 L2.80975.0

	 Longer	access.	Brackets	
	 with	spill	light	guard	
	 L2.40799.0

TRUE BLUE T2 2000 W

Color:	 	
Manual:	 L3.41250.B	 L3.41255.B
P.O.:	 L3.41250.I	 L3.41255.I

All L3 sets include barndoor and filter frame

Technical Data:
Size (HxWxL): 398 x 375 x 315 mm
Packed Size: 395 x 405 x 470 mm
Weight: 7 kg
Shipping Weight: 9.6 kg
Protection Class: I/IP 23
Lamp: CP/41 FKK 2000 W, 230 V 
 CP/73 FKK 2000 W, 230 V
Base: G38
Lens Ø: 175 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.39870.0

	 8-leaf	Barndoor	
	 L2.39900.0

	 Filter	Frame	
	 L2.79890.0

	 Softbox	Adapter	
	 L2.76248.0

	 Scrim	Set	
	 L2.79860.0

	 Snoot	
	 L2.79880.0

	 Mains	indicator	
	 in	cable	outlet	
	 L2.33835.0

TRUE BLUE T1 1000 W

Color:	 	
Manual:	 L3.39610.B	 L3.39615.B
P.O.:	 L3.39610.I	 L3.39615.I

All L3 sets include barndoor and filter frame

Technical Data:
Size (HxWxL): 357 x 323 x 216 mm
Packed Size: 330 x 395 x 390 mm
Weight: 6 kg
Shipping Weight: 7 kg
Protection Class: I/IP 23
Lamp: CP/40 FKJ 1000 W, 230 V 
 CP/71  FKJ 1000 W, 230 V
Base: G22
Lens Ø: 150 mm
Mounting: Socket 16 mm 
 Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.39670.0

	 8-leaf	Barndoor	
	 L2.39700.0

	 Filter	Frame	
	 L2.79690.0

	 Softbox	Adapter	
	 Video	Pro	

	 L2.76246.0

	 Scrim	Set	
	 L2.79660.0

	 Snoot	
	 L2.79680.0

	 Spigot	28	mm	long	
	 for	manual	versions	
	 L2.40701.3

	 Mains	indicator	
	 in	cable	outlet	
	 L2.33835.0

ARRI FRESNEL (TUNGSTEN)

ARRI 650 Plus 650 W

Color:	 	
Manual:	 L3.79400.B	 L3.79405.B
P.O.:	 L3.79400.I	 L3.79405.K

All L3 sets include barndoor and filter frame

Technical Data:
Size (HxWxL): 276 x 220 x 190 mm
Packed Size: 295 x 220 x 255 mm
Weight: 2.6 kg 
Shipping Weight: 3.5 kg
Protection Class: I/IP 20
Lamp: CP/89 FRL 650 W, 230 V 
 CP/89 FRK 650 W, 120 V 
 CP/82 500 W; CP/81 300 W
Base: GY9,5
Lens Ø: 112 mm
Mounting: Socket 16 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.79470.0

	 8-leaf	Barndoor	
	 L2.79500.0

	 Filter	Frame	
	 L2.79490.0

	 Softbox	Adapter	
	 L2.89068.0

	 Scrim	Set	
	 L2.79460.0

	 Snoot	
	 L2.79480.0

ARRI 300 Plus 300 W

Color:	 	
Manual:	 L3.79200.B	 L3.79205.B

All L3 sets include barndoor and filter frame

Technical Data:
Size (HxWxL): 233 x 187 x 160 mm
Packed Size: 275 x 190 x 240 mm
Weight: 1.8 kg
Shipping Weight: 2.9 kg
Protection Class: I/IP 20
Lamp: CP/81 FSL 300 W, 230 V 
 CP/81 FWK 300 W, 120 V
Base: GY9,5
Lens Ø: 80 mm
Mounting: Socket 16 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.79170.0
	 Filter	Frame	

	 L2.79190.0

	 Softbox	Adapter	
	 L2.89067.0

	 Scrim	Set	
	 L2.79160.1

	 Snoot	
	 L2.79180.0

ARRI 150 150 W

Color:	
Manual:	 L3.79360.E	 with	switch
	 L3.79360.B	 with	dimmer

All L3 sets include barndoor and filter frame

Technical Data:
Size (HxWxL): 163 x 132 x 168 mm
Packed Size: 145 x 175 x 280 mm
Weight: 0.8 kg
Shipping Weight: 1.6 kg
Protection Class: I/IP 20
Lamp: 150 W, 240 V 
 150 W, 120 V 
 100 W, 240 V
Base: GX6,35
Lens Ø: 50 mm
Mounting: Socket 16 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.79380.0
	 Filter	Frame	

	 L2.79395.0

	 Softbox	Adapter	
	 L2.89066.0

	 Scrim	Set	
	 L2.73466.1

	 Snoot	
	 L2.79390.0

TRUE BLUE ST

TRUE BLUE ST5 5000 W

Color:	 	
Manual:	 L3.41000.B	 L3.41005.B
P.O.:	 L3.41000.I	 L3.41005.I
Location:	 L3.41000LB

All L3 sets include barndoor and filter frame

Technical Data:
Size (HxWxL): 595 x 518 x 393 mm 
Packed Size: 575 x 605 x 605 mm
Weight: 15 kg
Shipping Weight: 20 kg (with pallet)
Protection Class: I/IP 23
Lamp: CP/85 5000 W, 230 V  
 CP/29 5000 W, 230 V
Base: G38
Lens Ø: 300 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.41200.0

	 8-leaf	Barndoor	
	 L2.81210.0

	 Filter	Frame	
	 L2.81220.0

	 Softbox	Adapter	
	 L2.89062.0

	 Scrim	Set	
	 L2.81230.0

	 Snoot	
	 L2.81225.0

	 Longer	access.	Brackets		
	 with	spill	light	guard	
	 L2.41046.	0

TRUE BLUE ST2/3 3000 W

Color:	 	
Manual:	 L3.40750.B	 L3.40755.B
P.O.:	 L3.40750.I	 L3.40755.I
Location:	 L3.40750LB

All L3 sets include barndoor and filter frame

Technical Data:
Size (HxWxL): 522 x 448 x 380 mm 
Packed Size: 495 x 515 x 550 mm
Weight: 12 kg 
Shipping Weight: 15 kg
Protection Class: I/IP 23
Lamp: CP/41 FKK 2000 W, 230 V 
 CP/73 FKK 2000 W, 230 V
 HX48 3000 W 230-240 V
Base: G38
Lens Ø: 250 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS

Accessories:
	 4-leaf	Barndoor	

	 L2.40950.0

	 8-leaf	Barndoor	
	 L2.40960.0

	 Filter	Frame	
	 L2.80970.0

	 Softbox	Adapter	
	 L2.76247.0

	 Scrim	Set	
	 L2.80980.0

	 Snoot	
	 L2.80975.0

	 Longer	access.	Brackets		
	 with	spill	light	guard	
	 L2.40799.0

	 Mains	indicator		
	 in	cable	outlet	
	 L2.33835.0

TRUE BLUE ST1 1000 W

Color:	 	
Manual:	 L3.40500.B	 L3.40505.B
P.O.:	 L3.40500.I	 L3.40505.I
Location:	 L3.40500LB

All L3 sets include barndoor and filter frame

Technical Data:
Size (HxWxL): 398 x 362 x 325 mm
Packed Size: 395 x 405 x 475 mm
Weight: 7 kg 
Shipping Weight: 9.2 kg
Protection Class: I/IP 23
Lamp: CP/40 FKJ 1000 W, 230 V 
 CP/71  FKJ 1000 W, 230 V
Base: G22
Lens Ø: 175 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.39870.0

	 8-leaf	Barndoor	
	 L2.39900.0

	 Filter	Frame	
	 L2.79890.0

	 Softbox	Adapter	
	 L2.76248.0

	 Scrim	Set	
	 L2.79860.0

	 Snoot	
	 L2.79880.0

	 Mains	indicator		
	 in	cable	outlet	
	 L2.33835.0

TRUE BLUE ST THEATRE

TRUE BLUE ST5 THEATRE 5000 W

Color:	 	
Manual:	 L1.41015.B	
MB	Ready*:	 L1.41025.B	

Technical Data:
Size (HxWxL): 705 x 534 x 427 mm
Packed Size: 600 x 600 x 750 mm
Weight: 21.8 kg
Shipping Weight: 25.3 kg (with pallet)
Protection Class: I/IP 23
Lamp: CP/85 5000 W, 230 V 
 CP/29 5000 W, 230 V
Base: G38
Lens Ø: 300 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.41200.0

	 8-leaf	Barndoor	
	 L2.81210.0

	 Theatre	Filter	Frame	
	 L2.34067.1

TRUE BLUE ST1/2 THEATRE 2000 W

Color:	
Manual:	 L1.40515.B
MB	Ready*:	 L1.40525.B

Technical Data:
Size (HxWxL): 398 x 374 x 309 mm
Packed Size: 460 x 400 x 520 mm
Weight: 8.1 kg
Shipping Weight: 10.5 kg
Protection Class: I/IP 23
Lamp: CP/40 FKJ 1000 W, 230 V 
 CP/71 FKJ 1000 W, 230 V
Base: G38/G22
Lens Ø: 175 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS

Accessories:
	 4-leaf	Barndoor	

	 L2.39870.0

	 8-leaf	Barndoor	
	 L2.39900.0

	 Theatre	Filter	Frame	
	 L2.33817.0

* MB Ready Lampheads are supplied with  
 the neccesary fixings for a motorised stirrup

STUDIO T

STUDIO T24 24000 W

Color:	 	
Manual:	 	 	 	 L1.82270.B
Set	with	Dimmer	ADM	24:	 L0.82270.D

Technical Data:
Size (HxWxL): 1068 x 1040 x 830 mm
Packed Size: 1135 x 1050 x 1170 mm
Weight: 60.6 kg
Shipping Weight: 114 kg (with pallet)
Protection Class: I/IP 20
Lamp: KP240H MP, 24000 W, 220 V 
 CP99 MP, 20000 W, 230 V
Base: G38
Lens Ø: 625 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.71100.0
	 Filter	Frame	

	 L2.71110.0

	 Scrim	Set	
	 L2.71115.0

	 Dimmer	ADM	24	
	 L2.82296.0

	 15	m	
	 Head	to	Dimmer	Cable	

	 L2.82294.0

	 20	m	
	 Head	to	Dimmer	Cable	

	 L2.82294.A

	 Mains	Cable	
	 L2.82297.0

STUDIO T12 12000 W

Color:	
Manual:	 L0.82120.B

Technical Data:
Size (HxWxL): 748 x 682 x 562 mm
Packed Size: 695 x 725 x 780 mm
Weight: 25 kg 
Shipping Weight: 31.5 kg (with pallet)
Protection Class: I/IP 20
Lamp: KP120H MP, 12000 W 230 V 
 CP/83 MP, 10000 W, 230 V
Base: G38
Lens Ø: 420 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.82150.0
	 Filter	Frame	

	 L2.82155.0
	 Scrim	Set	

	 L2.82160.0

ARRILITE PLUS

ARRILITE 2000 Plus 2000 W

Color:	
Manual:	 L3.36500.B

Lamphead incl. 4-leaf barndoor and safety mesh

Technical Data:
Size (HxWxL): 317 x 355 x 241 mm
Packed Size: 375 x 345 x 320 mm
Weight: 3 kg 
Shipping Weight: 5.5 kg
Protection Class: I/IP 20
Lamp: FEX 2000 W
Base: RX7s
Glass Ø: 215 mm
Mounting: Socket 16 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.76522.0
	 Softbox	Adapter	

	 L2.89061.0

	 Scrim	Set	
	 L2.76950.0

	 Dichroic	Filter	
	 L2.76571.0	

	

ARRILITE 750 Plus 750 W

Color:	
Manual:	 L3.36700.B

Lamphead incl. 4-leaf barndoor, safety mesh and 
accessory holder

Technical Data:
Size (HxWxL): 226 x 230 x 224 mm
Packed Size: 260 x  230 x 290 mm
Weight: 1.6 kg 
Shipping Weight: 3.1 kg
Protection Class: I/IP 20
Lamp: HPL* 750 W, 575 W, 375 W 
 GKV** 600 W, FKR 650 W, HX 800 W
Base: G 9,5
Glass Ø: 150 mm
Mounting: Socket 16 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.79470.0
	 Scrim	Set	

	 L2.79460.0
	 Dichroic	Filter	

	 L2.76966.0

	 Lamp	Cooling	Adapter	
	 L2.36770.0	

	

* HPL lamp invented by and licensed from David Cunningham  
** in combination with lamp cooling adapter L2.36770.0

CYC/FLOODLIGHT

FLOOD CYC/FLOOD SINGLE  1250 W

Color:	
	 CYC	 	 Flood
Manual:	 L1.84200.B	 	 L1.84300.B
P.O.:	 L1.84200.I	 	 L1.84300.I

Technical Data:
Size (HxWxL): 408 x 395 x 219 mm 
Packed Size: 420 x 410 x 510 mm
Weight: 4 kg
Shipping Weight: 6 kg
Protection Class: I/IP 20
Lamp: P2/12, 1250 W, 230 V  
 P2/10, 650 W, 230 V  
 R7s, 1000 W, 230 V
Base: R7s
Mounting: Not included in delivery
Certifications: CE

Accessories:
	 4-leaf	Barndoor	

	 L2.84240.0
	 Filter	Frame		

	 L2.84245.0

Mounting	options	for	manual	versions:
Spigot	28	mm	long	
L2.40701.3

Combi	28	mm	/	16	mm	
L2.40701.4

FLOOD CYC DOUBLE 2 x 1250 W

Color:	
	 CYC
Manual:	 L1.84210.B
P.O.:	 L1.84210.I	

Technical Data:
Size (HxWxL): 437 x 697 x 219 mm
Packed Size: 510 x 760 x 290 mm
Weight: 8.2 kg
Shipping Weight: 10.2 kg
Protection Class: I/IP 20
Lamp: P2/12, 1250 W, 230 V 
 P2/10, 650 W, 230 V 
 R7s, 1000 W, 230 V
Base: R7s
Mounting: Not included in delivery
Certifications: CE

Accessories:
	 4-leaf	Barndoor	

	 L2.84240.0
	 Filter	Frame		

	 L2.84245.0

Mounting	options	for	manual	versions:
Spigot	28	mm	long	
L2.40701.3

Combi	28	mm	/	16	mm	
L2.40701.4

FLOOD CYC 4-CUBE 4 x 1250 W

Color:	
	 CYC
Manual:	 L1.84230.B
P.O.:	 L1.84230.I	

Technical Data:
Size (HxWxL): 816 x 702 x 219 mm
Packed Size: 900 x 810 x 320 mm
Weight: 16.4 kg
Shipping Weight: 18.2 kg
Protection Class: I/IP 20
Lamp: P2/12, 1250 W, 230 V
 P2/10, 650 W, 230 V
 R7s, 1000 W, 230 V
Base: R7s 
Mounting: Not included in delivery
Certifications: CE

Accessories:
	 4-leaf	Barndoor	

	 L2.84240.0
	 Filter	Frame		

	 L2.84245.0

Mounting	options	for	manual	versions:
Spigot	28	mm	long	
L2.40701.3

	

TUNGSTEN
LOCATION BALLASTS

12/18 kW ELECTRONIC BALLAST

EB	12/18	kW		 	
Standard:	 	 L2.76290.0	
DMX:	 	 L2.76295.0		
	
Technical Data:
Size (HxWxL):  548 x 283 x 506 mm
Weight: 49 kg
Protection Class: IP 22

Accessories:
	 15	m	12/18	kW	Head	to	Ballast	Cable	

	 L2.82294.0
	 20	m	12/18	kW	Head	to	Ballast	Cable	

	 L2.82294.A	

6/12 kW ELECTRONIC BALLAST

EB	6/12	kW			 at	6	kW:	90-125/180-250	V	ALF	
	 	 at	12	kW:	180-250	V	ALF
Standard:	 	 L2.76172.0	
DMX:	 	 L2.76182.0		
300	Hz	HS*:	 	 L2.76172HS

Technical Data:
Size (HxWxL):  498 x 263 x 506 mm
Weight: 42 kg
Protection Class: IP 22

Accessories:
	 7	m	6	kW	Head	to	Ballast	Cable		

	 L2.77940.0

	 15	m	6	kW	Head	to	Ballast	Cable			
	 L2.77940.A

	 15	m	12/18	kW	Head	to	Ballast	Cable		
	 L2.82294.0

	 20	m	12/18	kW	Head	to	Ballast	Cable			
	 L2.82294.A

	 Trolley	for	Ballast			
	 L2.76178.0

6/9 kW ELECTRONIC BALLAST

EB	6/9	kW		 	 190-250	V	ALF	
Standard:	 	 L2.76181.0	
1000	Hz	HS*:	 L2.76181KH		

Technical Data:
DMX: yes
Size (HxWxL):  358 x 263 x 450 mm 
Weight: 27 kg
Protection Class: IP 22

Accessories:
	 7	m	6	kW	Head	to	Ballast	Cable		

	 L2.77940.0

	 10	m	6	kW	Head	to	Ballast	Cable		
	 L2.77940.B	

	 15	m	6	kW	Head	to	Ballast	Cable		
	 L2.77940.A	

6 kW ELECTRONIC BALLAST BABY

EB	6	kW		 	 180-250	V	ALF	
Standard:	 	 L2.76193.0		
DMX:	 	 L2.76194.0		
VEAM:	 	 L2.76170.0

Technical Data:
Size (HxWxL):  358 x 243 x 450 mm
Weight: 25 kg
Protection Class: IP 21

Accessories:
	 7	m	6	kW	Head	to	Ballast	Cable		

	 L2.77940.0

	 10	m	6	kW	Head	to	Ballast	Cable		
	 L2.77940.B

	 15	m	6	kW	Head	to	Ballast	Cable			
	 L2.77940.A

2.5/4 kW ELECTRONIC BALLAST

EB	2.5/4	KW		 180-250	V	ALF			 90-125/180-250	V	ALF
Standard:	 	 L2.76640.0				
DMX:	 	 L2.76641.0				 L2.76646.0
1000Hz	HS*:		 L2.76640KH	 L2.76675KH

EB	2.5/4	kW			 CCL			
Standard:	 	 L2.76650.0					

Technical Data:
Size (HxWxL):  358 x 243 x 450 mm
Weight: 19.5 kg
Protection Class: IP 22

Accessories:
	 7	m	2.5/4	kW	Head	to	Ballast	Cable			

	 L2.75620.0
	 15	m	2.5/4	kW	Head	to	Ballast	Cable				

	 L2.75620.C

2.5 kW ELECTRONIC BALLAST

EB	2.5	kW		 	 90-125/180-250	V	ALF	
Standard:	 	 L2.76635.0	

Technical Data:
Size (HxWxL):  358 x 243 x 450 mm
Weight: 24 kg
Protection Class: IP 22

Accessories:
	 7	m	2.5	kW	Head	to	Ballast	Cable				

	 L2.75620.0
	 15	m	2.5	kW	Head	to	Ballast	Cable					

	 L2.75620.C

2.5 kW ELECTRONIC BALLAST BABY

EB	2.5	kW		 	 90-125/180-250	V	ALF
Standard:	 	 L2.76695.0	

Technical Data:
Size (HxWxL):  172 x 200 x 335 mm
Weight: 8 kg
Protection Class: IP 21

Accessories:
	 7	m	2.5/4	kW	Head	to	Ballast	Cable				

	 L2.75620.0
	 15	m	2.5/4	kW	Head	to	Ballast	Cable	

	 L2.75620.C

1200/1800 W ELECTRONIC BALLAST

EB	1.2/1.8	kW	 90-130/180-250	V	ALF	
Standard:	 	 L2.76625.0	
1000Hz	HS*:		 L2.76625KH

Technical Data:
Size (HxWxL):  172 x 200 x 335 mm
Weight: 8 kg
Protection Class: IP 21

Accessories:
	 7	m	575/1200/1800	W			

	 Head	to	Ballast	Cable	
	 L2.75600.0

	 15	m	575/1200/1800	W	
	 Head	to	Ballast	Cable	

	 L2.75600.C

575/1200 W ELECTRONIC BALLAST

EB	575/1.2	kW	1.2	kW	110/230	V	 1.2	kW	110/230	V	ALF
Standard:	 	 L2.76125.0			 L2.76425.0
DMX:	 	 L2.76126.0			 L2.76426.0
1000Hz	HS*:		 –––––––––	 L2.76425KH
Schaltbau:	 	 –––––––––	 L2.76427.0	

Technical Data:
Size (HxWxL):  166 x 200 x 300 mm (L2.76125.0)
 166 x 200 x 335 mm (L2.76425.0)
Weight: 7 kg (L2.76125.0)
 8 kg (L2.76425.0)
Protection Class: IP 22

Accessories:
	 7	m	575/1200	W	Head	to	Ballast	Cable	

	 L2.75600.0
	 15	m	575/1200	W	Head	to	Ballast	Cable		

	 L2.75600.C

575/800 W ELECTRONIC BALLAST

EB	575/800	W	 115/230	V	ALF		
1000Hz	HS*:		 L2.76184KH	
	
Technical Data:
DMX: yes
Size (HxWxL):  142 x 202 x 334 mm
Weight: 6.5 kg
Protection Class: IP 22

Accessories:
	 7	m	575/1200	W	Head	to	Ballast	Cable	

	 L2.75600.0
	 15	m	575/1200	W	Head	to	Ballast	Cable		

	 L2.75600.C

200 W ELECTRONIC BALLAST

EB	200	W	 	 90-130/180-250	V	ALF	
Standard:	 	 L2.76115.0
DMX:	 	 –––––––––		
	
Technical Data:
Size (HxWxL):  134 x 146 x 251 mm
Weight: 2.9 kg
Protection Class: IP 23 

Accessories:
	 7	m	200W	Head	to	Ballast	Cable	

	 L2.73372.0
	

* HS stands for High Speed Version 

ELECTRONIC LIGHTWEIGHT 

400/575 W ELECTRONIC BALLAST

EB	400/575	W	 110/230	V			
Standard:	 	 L2.76260.0
Schaltbau:	 	 L2.76262.0	
	
Technical Data:
Size (HxWxL):  91 x 155 x 270 mm
Weight: 3 kg
Protection Class: IP 22

Accessories:
	 7	m	575	W	Head	to	Ballast	Cable		

	 L2.75600.0

	 15	m	575	W	Head	to	Ballast	Cable		
	 L2.75600.C

	 7	m	400	W	Head	to	Ballast	Cable		
	 L2.70857.0

125/200 W ELECTRONIC BALLAST

EB	125/200	W	 110/230	V				
Standard:	 	 L2.76013.B	
	
Technical Data:
Size (HxWxL):  70 x 130 x 241 mm
Weight: 2.3 kg
Protection Class: IP 22

Accessories:
	 7	m	125	W	Head	to	Ballast	Cable			

	 L2.73382.0
	 7	m	200	W	Head	to	Ballast	Cable			

	 L2.73372.0

ELECTRONIC BATTERY

200/400 W ELECTRONIC BATTERY BALLAST

EBB	200/400	W		 20-34	VDC	
Standard:	 	 	 L2.76270.B		

Technical Data:
Size (HxWxL):  91 x 155 x 265 mm
Weight: 2.6 kg
Protection Class: IP 22

Accessories:
	 7	m	200	W	Head	to	Ballast	Cable			

	 L2.73372.0
	 7	m	400	W	Head	to	Ballast	Cable		

	 L2.79857.0

125/200 W ELECTRONIC BATTERY BALLAST

EBB	125/200	W		 20-34	VDC		
Standard:	 	 	 L2.76040.B			

Technical Data:
Size (HxWxL):  67 x 130 x 158 mm
Weight: 1.2 kg
Protection Class: IP 22

Accessories:
	 7	m	125	W	Head	to	Ballast	Cable				

	 L2.73382.0
	 7	m	200	W	Head	to	Ballast	Cable			

	 L2.73372.0

ELECTRONIC BOOSTER 

4 kW ELECTRONIC BOOSTER BALLAST

EB	4	kW	Booster		 190-250	V	
Standard:	 	 	 L2.76693.0		

Technical Data:
Size (HxWxL):  358 x 243 x 450 mm
Weight: 22 kg
Protection Class: IP 22

Accessories:
	 7	m	4	kW	Head	to	Ballast	Cable			

	 L2.75620.0	
	 15	m	4	kW	Head	to	Ballast	Cable	

	 L2.75620.C

CHOKE 

4 kW CHOKE BALLAST

CB	4	kW	 220-240	V	
VEAM:	 L2.75870.E	

Technical Data:
DMX:  yes
Size (HxWxL):  480 x 365 x 630 mm
Weight: 61 kg
Protection Class: IP 32

Accessories:
	 7	m	4	kW	Head	to	Ballast	Cable				

	 L2.75620.0
	 15	m	4	kW	Head	to	Ballast	Cable			

	 	L2.75620.C

2.5 kW CHOKE BALLAST

CB	2.5	kW		 220-240	V	
VEAM:	 L2.75024.E	

Technical Data:
DMX:  yes
Size (HxWxL):  398 x 175 x 293 mm
Weight: 28.5 kg
Protection Class: IP 32

Accessories:
	 7	m	2.5	kW	Head	to	Ballast	Cable					

	 L2.75620.0
	 15	m	2.5	kW	Head	to	Ballast	Cable				

	 	L2.75620.C

1.2 kW CHOKE BALLAST

CB	1.2	kW		 220-240	V	
VEAM:	 L2.75012.E	

Technical Data:
DMX:  no
Size (HxWxL):  398 x 175 x 254 mm
Weight: 20 kg
Protection Class: IP 32

Accessories:
	 7	m	1.2	kW	Head	to	Ballast	Cable						

	 L2.75600.0
	 15	m	1.2	kW	Head	to	Ballast	Cable				

	 L2.75600.C

EVENT BALLASTS

EB 200/575/1200 EVENT MULTIFUNCTION
EB	200/575/1200	Multifunction	90-135/180-250	V
Event:	 L2.76777.0

Technical Data:
Size (HxWxL):  178 x 484 x 586 mm
Weight: 22 kg
Protection Class: IP 20

Accessories:
	 6-channel	Event	Split	Box		

	 L2.76341.0

EB 1200/1800 EVENT THREE
EB	1200/1800	Event	Three	180-250	V
Event:	 L2.76610.0

Technical Data:
Size (HxWxL):  177 x 483 x 586 mm
Weight: 20 kg
Protection Class: IP 20

Accessories:
	 Splitbox	Event	1800		

	 L2.37705.0

EB 575 EVENT SIX
EB	575	Event	Six	90-135/180-250	V
Event:	 L2.76340.0

Technical Data:
Size (HxWxL):  178 x 484 x 586 mm
Weight: 22 kg
Protection Class: IP 20

Accessories:
	 6-channel	Event	Split	Box		

	 L2.76341.0

EB 575 EVENT SINGLE
EB	575	Event	Single	90-130/180-250	V
Event:	 L2.76259EV

Technical Data:
Size (HxWxL):  100 x 155 x 270 mm
Weight: 3 kg
Protection Class: IP 20

EVENT EXTENSION CABLES
 5  m Event Extension Cable (200/575/1200 W)   L2.76318.B
 7  m Event Extension Cable (1200/1800 W)  L2.75600.F
 10  m Event Extension Cable (200/575/1200 W)   L2.76318.C
 15  m Event Extension Cable (1200/1800 W)  L2.75600.E

EVENT MULTICORE CABLES
 20  m Event Multicore Cable (1200/1800 W)  L2.37714.D
 20  m Event Six Multicore Cable (200/575/1200 W)  L2.76342.D

BALLASTS
STUDIO COOL

STUDIO COOL 4 4 x 55 W

Color:	 	 	
Multi	Control	DMX:		 L1.84004.B
P.O.:		 	 	 L1.84004.I

Technical Data:
Size (HxWxL): 435 x 733 x 176 mm
Packed Size: 600 x 765 x 285 mm
Weight: 7.8 kg
Shipping Weight: 10.4 kg
Protection Class: I/IP 20
Lamp: TC-L 55 W
Base: 2G11
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.84066.0

	 Filter	Frame	
	 L2.84064.0

	 Eggcrate	SPH6	
	 L2.84065.C

	 Eggcrate	BTS3	
	 L2.84065.D

	 P.O.	Stirrup	
	 L2.84070.0

STUDIO COOL 2 2 x 55 W

Color:	 	 	
Multi	Control	DMX:		 L1.84002.B
P.O.:		 	 	 L1.84002.I

Technical Data:
Size (HxWxL): 309 x 733 x 175 mm
Packed Size: 430 x 765 x 285 mm
Weight: 5.2 kg
Shipping Weight: 7.3 kg
Protection Class: I/IP 20
Lamp: TC-L 55 W
Base: 2G11
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.84006.0

	 Filter	Frame	
	 L2.84007.0

	 Eggcrate	SPH6	
	 L2.84005.C

	 Eggcrate	BTS3	
	 L2.84005.D

	 P.O.	Stirrup	
	 L2.84175.0

STUDIO COOL 2+2 4 x 55 W

Color:	 	 	
Multi	Control	DMX:		 L1.84102.B
P.O.:		 	 	 –––––––––

Technical Data:
Size (HxWxL): 314 x 1338 x 175 mm
Packed Size: 375 x 285 x 1350 mm
Weight: 9.8 kg
Shipping Weight: 12.8 kg
Protection Class: I/IP 20
Lamp: TC-L 55 W
Base: 2G11
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 Filter	Frame	

	 L2.84146.0
	 Eggcrate	SPH6	

	 L2.84139.C

	 Eggcrate	BTS3	
	 L2.84139.D

	 P.O.	Stirrup	
	 L2.84070.0

EGGCRATE COLOR CODES
SPH6 Silver Medium Blue 

BTS3 Black Narrow Black 

FLUORESCENT
L-SERIES

L7-DT LED Fresnel 160 W

Color:	 	 	 	
Hanging:	 	 L1.31330DC*	 L1.31335DC*
	 	 L1.31530DC**		 L1.31535DC**
P.O.:	 	 L1.31330DR*	 L1.31335DR*
	 	 L1.31530DR**	 L1.31535DR**
Stand-Mount:	 L1.31330DD*	
	 	 L1.31530DD**	
	 	 L1.31330DA*	
	 	 L1.31530DA**	
	 	
Technical Data:
Size (HxWxL): Hybrid: 384 x 374 x 423 mm  
 Active: 349 x 374 x 423 mm
Packed Size: 480 x 400 x 400 mm
Weight: Hybrid: MAN 10.9 kg; P.O. 12.5 kg 
 Active: MAN 8.2 kg; P.O. 9.8 kg 
Protection Class: IP 20
Lens Ø: 175 mm
Color Temperature: 5000 K - 6500 K
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL, Fcc, ISO9001:2000

*   Hybrid: allows for both active and passive cooling  
  (employs a heat sink to cool the L7 via natural air flow  
  for silent operation). 
** Active: allows only for active cooling (employs a  
  compact, low noise forced air assembly to cool the L7).

Accessories:
	 4-leaf	Barndoor	

	 L2.39670.0

	 8-leaf	Barndoor	
	 L2.39700.0

	 Filter	Frame	
	 L2.79690.0

	 Softbox	Adapter	
	 L2.70844.0

	

	

L7-TT LED Fresnel 160 W

Color:	 	 	 	
Hanging:	 	 L1.31330TC*		 L1.31335TC*

	 	 L1.31530TC**	 L1.31535TC**

P.O.:	 	 L1.31330TR*	 L1.31335TR*

	 	 L1.31530TR**	 L1.31535TR**

Stand-Mount:	 L1.31330TD*	
	 	 L1.31530TD**	
	 	 L1.31330TA*	
	 	 L1.31530TA**	
	 	
Technical Data:
Size (HxWxL): Hybrid: 384 x 374 x 423 mm 
 Active: 349 x 374 x 423 mm
Packed Size: 480 x 400 x 400 mm
Weight: Hybrid: MAN 10.9 kg; P.O. 12.5 kg 
 Active: MAN 8.2 kg; P.O. 9.8 kg 
Protection Class: IP 20
Lens Ø: 175 mm
Color Temperature: 2600 K - 3600 K
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL, Fcc, ISO9001:2000

*   Hybrid: allows for both active and passive cooling  
  (employs a heat sink to cool the L7 via natural air flow  
  for silent operation). 
** Active: allows only for active cooling (employs a  
  compact, low noise forced air assembly to cool the L7).

Accessories:
	 4-leaf	Barndoor	

	 L2.39670.0

	 8-leaf	Barndoor	
	 L2.39700.0

	 Filter	Frame	
	 L2.79690.0

	 Softbox	Adapter	
	 L2.70844.0

	

	

L7-C LED Fresnel 160 W

Color:	 	 	 	
Hanging:	 	 L1.31330CC*		 L1.31335CC*

	 	 L1.31530CC**	 L1.31535CC**

P.O.:	 	 L1.31330CR*	 L1.31335CR*

	 	 L1.31530CR**	 L1.31535CR**

Stand-Mount:	 L1.31330CD*	
	 	 L1.31530CD**

	 	 L1.31330CA*

	 	 L1.31530CA**	 	
	
Technical Data:
Size (HxWxL): Hybrid: 384 x 374 x 423 mm
 Active: 349 x 374 x 423 mm
Packed Size: 480 x 400 x 400 mm
Weight: Hybrid: MAN 10.9 kg; P.O. 12.5 kg
 Active: MAN 8.2 kg; P.O. 9.8 kg
Protection Class: IP 20
Lens Ø: 175 mm
Color Temperature: 2700 K - 10000 K
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL, Fcc, 
 ISO9001:2000

*   Hybrid: allows for both active and passive cooling  
  (employs a heat sink to cool the L7 via natural air flow  
  for silent operation). 
** Active: allows only for active cooling (employs a  
  compact, low noise forced air assembly to cool the L7).

Accessories:
	 4-leaf	Barndoor	

	 L2.39670.0

	 8-leaf	Barndoor	
	 L2.39700.0

	 Filter	Frame	
	 L2.79690.0

	 Softbox	Adapter	
	 L2.70844.0

	

	

CASTER SERIES

LOCASTER 2 PLUS 35 W

Color:	 	 	
Onboard	Control:	 L1.0001329
Kits:	 	 	 L0.0002336		
	 	 	 L0.0002337

Technical Data:
Size (HxWxL): 96 x 70 x 218 mm 
Packed Size: 115 x 80 x 235 mm 
Weight: 0.96 kg
Shipping Weight: 1.2 kg
 Protection Class: 
III/IP 20
Mounting: Thread 3/8”
Power Consumption: 35 W
Tuneable White: 2800 K - 6500 K
Tuneable Green: (-1) - (+1)
Certifications: CE (GS, CB, FCC in progress)

L2.30083.0	 Caster	Power	Supply			
	 	 60	W	-	Schuko	Connector
L2.30084.0	 Caster	Power	Supply
	 	 300	W	-	Schuko
L2.30085.0	 Caster	Battery	Pack	
L2.30086.0	 Caster	Battery	Charger	

Accessories:
	 2-leaf	Barndoor	

	 L2.30061.0

	 Filter	Frame	
	 L2.30059.0

	

	 Car	Power	Adapter	
	 L2.72937.0

	 Caster	Stirrup		
	 L2.30089.0

	

	 Foldable	Intensifier		
	 L2.30058.0

	 Adapter	Stud	16/120	mm	
	 L2.30088.0

	 4-Pin	Battery	Extension
	 Cable	3	m/10	ft	

	 L2.30105.0

BROADCASTER 2 PLUS 35 W

Color:	 	 	
Power	DMX:		 L1.0002309

Technical Data:
Size (HxWxL): 96 x 70 x 218 mm
Packed Size: 115 x 80 x 235 mm 
Weight: 0.96 kg
Shipping Weight: 1.2 kg
Protection Class: III/IP 20
Mounting: Thread 3/8”
Power Consumption: 35 W
Tuneable White: 2800 K - 6500 K
Tuneable Green: (-1) - (+1)
Certifications: CE (GS, CB, FCC in progress)

L2.30083.0	 Caster	Power	Supply			
	 	 60	W	-	Schuko	Connector
L2.30084.0	 Caster	Power	Supply
	 	 300	W	-	Schuko
L2.30085.0	 Caster	Battery	Pack	
L2.30086.0	 Caster	Battery	Charger

Accessories:
	 2-leaf	Barndoor	

	 L2.30061.0

	 Filter	Frame	
	 L2.30059.0

	

	 Caster	Stirrup		
	 L2.30089.0

	 Foldable	Intensifier		
	 L2.30058.0

	

	 Adapter	Stud	16/120	mm	
	 L2.30088.0

	 Power	DMX	Extension
	 Cable	3	m/10	ft	

	 L2.30081.0

	 Power	DMX	Extension
	 Cable	5	m/16	ft	

	 L2.30071.0	
	

ARRISUN

ARRISUN 120 12000 W

Color:	
Manual:	 L1.77890.B

Technical Data:
Size (HxWxL): 948 x 760 x 850 mm
Packed Size: 875 x 815 x 950 mm
Weight: 46.8 kg
Shipping Weight: 63 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 12000 W/SE
Base: GX38
Lens Ø: 500 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.79065.0

	 Softbox	Adapter	
	 L2.89077.0	

	 Scrim	Set	
	 L2.70634.0

	 5	Lens	Set,	
	 500	mm	incl.	case	

	 L2.89077.0	

	 	

ARRISUN 60 6000 W

Color:	
Manual:	 L1.77480.B

Technical Data:
Size (HxWxL): 872 x 562 x 680 mm
Packed Size: 695 x 725 x 780 mm
Weight: 27 kg
Shipping Weight: 32.5 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 6000 W/SE
Base: GX38
Lens Ø: 420 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.82150.0

	 Softbox	Adapter	
	 L2.89063.0	

	 Scrim	Set	
	 L2.82160.0

	 5	Lens	Set,	420	mm	
	 INSERT	incl.	case	

	 L0.77482.0	

	 5	Lens	Set,	420	mm	
	 DROP-IN	incl.	case	

	 L0.76882.0

	 	

AS 40 4000 W

Color:	 	
Lamphead:	 L1.37300.B

Technical Data:
Size (HxWxL): 723 x 471 x 590 mm
Packed Size: 650 x 600 x 670 mm
Weight: 22.2 kg
Shipping Weight: 34 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 4000 W/SE 
 Metal Halide 2500 W/SE
Base: G38
Lens Ø: 300 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.41200.0

	 8-leaf	Barndoor	
	 L2.81210.0	

	 Scrim	Set	
	 L2.81230.0

	 5	Lens	Set,	300	mm	
	 DROP-IN	incl.	case	

	 L0.76864.0	

AS 18 1800 W

Color:	
Manual:	 L1.37570.B

Technical Data:
Size (HxWxL): 595 x 387 x 416 mm
Packed Size: 525 x 515 x 555 mm
Weight: 10.5 kg
Shipping Weight: 12.9 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 1800 W/SE 
 Metal Halide 1200 W/SE
Base: G38
Lens Ø: 250 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.40950.0

	 8-leaf	Barndoor	
	 L2.40960.0

	 Softbox	Adapter	
	 L2.76247.0

	 Scrim	Set	
	 L2.80980.0

	 5	Lens	Set,	250	mm	
	 DROP-IN	incl.	case	

	 L0.76817.0	

ARRISUN 5 575 W

Color:	 	
Manual:	 	 L1.77850.B

Technical Data:
Size (HxWxL): 358 x 272 x 310 mm
Packed Size: 340 x 490 x 380 mm
Weight: 3.8 kg
Shipping Weight: 6.3 kg
Protection Class: I/IP 23
Lamp: Metal Halide 575 W/SE
Base: G22
Lens Ø: 175 mm
Mounting: Spigot 28 mm
Certifications: CE

Accessories:
	 4-leaf	Barndoor	

	 L2.39670.0

	 8-leaf	Barndoor	
	 L2.39700.0

	 Softbox	Adapter	
	 Video	Pro	

	 L2.76246.0

	 Scrim	Set	
	 L2.79660.0

	 5	Lens	Set,	175	mm	
	 L0.77862.0	

	

ARRISUN 2 200 W

Color:	 	
Manual:	 	 L1.77820.B

Technical Data:
Size (HxWxL): 250 x 204 x 267 mm
Packed Size: 290 x 225 x 260 mm
Weight: 2.3 km
Shipping Weight: 3.2 kg
Protection Class: I/IP 23
Lamp: Metal Halide 200 W/SE
Base: GZY9,5
Lens Ø: 135 mm
Mounting: Socket 16 mm
Certifications: CE

Accessories:
	 4-leaf	Barndoor	

	 L2.79470.0

	 8-leaf	Barndoor	
	 L2.79500.0

	 Softbox	Adapter	
	 Video	Pro	

	 L2.89068.0

	 Scrim	Set	
	 L2.79460.0

	 5	Lens	Set,	130	mm	
	 L0.77824.0	

ARRI LENS COLOR CODES
Spot	Lens	 Blue	
Narrow	Flood	Lens	(small	rectangles)	 Black	
Flood	Lens	(large	rectangles)	 Green	
Super	Flood	Lens	(honeycomb)	 Red	
Frosted	Super	Flood	Lens	 Silver	
Frosted	Fresnel	Lens	 Silver	

M-SERIES

ARRIMAX 18/12 18000 W

Color:	
Manual:	 L1.37950.B

Technical Data:
Size (HxWxL): 1051 x 784 x 942 mm
Packed Size: 1135 x 1050 x 1170 mm
Weight: 65 kg
Shipping Weight: 101 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 18000 W/SE  
 Metal Halide 12000 W/SE
Base: GX51/GX38
UV Glass Ø: 630 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.71100.0

	 Spot	Reflector	
	 L2.37940.0

	 Scrim	Set	
	 L2.71115.0

	 Snoot	
	 L2.37941.0

M90 9000 W

Color:	
Manual:	 L1.37480.B

Technical Data:
Size (HxWxL): 947 x 713 x 716 mm
Packed Size: 930 x 790 x 910 mm
Weight: 39.5 kg
Shipping Weight: 75 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 9000 W/SE 
 Metal Halide 6000 W/SE 
Base: GX38
UV Glass Ø: 500 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	 	 Scrim	Set

	 L2.37560.0	 	 L2.37563.0

	 Spill	ring	 	 MaxMover	Adapter	
	 L2.37561.0	 	 L2.37558.0

M40 4000 W

Color:	
Manual:	 L1.37400.B

Technical Data:
Size (HxWxL): 670 x 402 x 511 mm
Packed Size: 660 x 595 x 665 mm
Weight: 19 kg
Shipping Weight: 34 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 4000 W/SE 
 Metal Halide 2500 W/SE
Base: G38
UV Glass Ø: 300 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.41200.0

	 8-leaf	Barndoor	
	 L2.81210.0

	 Filter	Frame	
	 L2.81220.0

	 Spill	Ring	
	 L2.37305.0

	 Scrim	Set	
	 L2.79860.0

	

M18 1800 W

Color:	
Manual:	 L1.37600.B

Technical Data:
Size (HxWxL): 567 x 387 x 388 mm
Packed Size: 530 x 510 x 555 mm
Weight: 10.5 kg
Shipping Weight: 15.5 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 1800 W/SE 
 Metal Halide 1200 W/SE
Base: G38
UV Glass Ø: 250 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.40950.0

	 8-leaf	Barndoor	
	 L2.40960.0

	 Filter	Frame	
	 L2.80970.0

	 Spill	Ring	
	 L2.37670.0

	 Scrim	Set	
	 L2.80980.0

M8 800 W

Color:	
Manual:	 L1.37200.B

Technical Data:
Size (HxWxL): 320 x 344 x 311 mm
Packed Size: 440 x 400 x 460 mm
Weight: 7.8 kg
Shipping Weight: 9.5 kg
Protection Class: I/IP 23
Lamp: Metal Halide 800 W/SE
Base: G22
UV Glass Ø: 200 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.39870.0

	 8-leaf	Barndoor	
	 L2.39900.0

	 Spill	Ring	
	 L2.37217.0

	 Scrim	Set	
	 L2.79860.0

	 Frosted	Glass	
	 L2.37208.0

TRUE BLUE D

TRUE BLUE D40 4000 W

Color:	 	
Manual:	 L1.34000.B	 L1.34005.B

Technical Data:
Size (HxWxL): 727 x 534 x 403 mm
Packed Size: 600 x 600 x 770 mm
Weight: 17.5 kg 
Shipping Weight: 22 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 4000 W/SE
Base: G38
Lens Ø: 300 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.41200.0

	 8-leaf	Barndoor	
	 L2.81210.0

	 Filter	Frame	
	 L2.81220.0

	 Softbox	Adapter	
	 L2.89062.0

	 Scrim	Set	
	 L2.81230.0

	 Snoot	
	 L2.81225.0

TRUE BLUE D25 2500 W

Color:	 	
Manual:	 L1.33670.B	 L1.33675.B

Technical Data:
Size (HxWxL): 643 x 464 x 390 mm
Packed Size: 550 x 510 x 690 mm
Weight: 14 kg
Shipping Weight: 18 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 2500 W/SE
Base: G38
Lens Ø: 250 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.40950.0

	 8-leaf	Barndoor	
	 L2.40960.0

	 Filter	Frame	
	 L2.80970.0

	 Softbox	Adapter	
	 L2.76247.0

	 Scrim	Set	
	 L2.80980.0

	 Snoot	
	 L2.80975.0

TRUE BLUE D12 1200 W

Color:	 	
Manual:	 L1.33730.B	 L1.33735.B

Technical Data:
Size (HxWxL): 511 x 375 x 325 mm
Packed Size: 460 x 400 x 650 mm
Weight: 9.9 kg
Shipping Weight: 12.3 kg
Protection Class: I/IP 23
Lamp: Metal Halide 1200 W/SE
Base: G38
Lens Ø: 175 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.39870.0

	 8-leaf	Barndoor	
	 L2.39900.0

	 Filter	Frame	
	 L2.79890.0

	 Softbox	Adapter	
	 L2.76248.0

	 Scrim	Set	
	 L2.79860.0

	 Snoot	
	 L2.79880.0	

TRUE BLUE D5 575 W

Color:	 	
Manual:	 L1.33770.B	 L1.33775.B

Technical Data:
Size (HxWxL): 359 x 327 x 223 mm 
Packed Size: 390 x 390 x 360 mm
Weight: 6.1 kg
Shipping Weight: 7.2 kg
Protection Class: I/IP 23
Lamp: Metal Halide 575 W/SE
Base: G22
Lens Ø: 150 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.39670.0

	 8-leaf	Barndoor	
	 L2.39700.0

	 Filter	Frame	
	 L2.79690.0

	 Softbox	Adapter	
	 Video	Pro	

	 L2.76246.0

	 Scrim	Set	
	 L2.79660.0

	 Snoot	
	 L2.79680.0

 ARRI FRESNEL (DAYLIGHT)

ARRI DAYLIGHT 18/12 18000 W

Color:	
Manual:	 L1.71160.B

Technical Data:
Size (HxWxL): 1058 x 1040 x 825 mm
Packed Size: 1135 x 1170 x 1050 mm
Weight: 69.5 kg
Shipping Weight: 114 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 18000 W/DE 
 Metal Halide 12000 W/DE
Base: S30
Lens Ø: 625 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.71100.0
	 Scrim	Set	

	 L2.71115.0

COMPACT

ARRI COMPACT 12000 BABY 12000 W

Color:	
Manual:	 L1.75790.B

Technical Data:
Size (HxWxL): 997 x 884 x 710 mm 
Packed Size: 1120 x 1170 x 1050 mm
Weight: 47.2 kg
Shipping Weight: 79.5 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 12000 W/SE
Base: GX38
Lens Ø: 500 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.74750.0
	 Scrim	Set	

	 L2.70634.0

ARRI COMPACT 6000 Plus 6000 W

Color:	
Manual:	 L1.75720.B

Technical Data:
Size (HxWxL): 790 x 694 x 590 mm
Packed Size: 780 x 730 x 700 mm
Weight: 30.5 kg
Shipping Weight: 38.5 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 6000 W/SE
Base: GX38
Lens Ø: 420 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.82150.0
	 Filter	Frame	

	 L2.82155.0
	 Scrim	Set	

	 L2.82160.0

ARRI COMPACT 200 200 W

Color:	
Manual:	 L1.73330.B

Technical Data:
Size (HxWxL): 294 x 218 x 193 mm
Packed Size: 360 x 260 x 290 mm
Weight: 2.3 kg
Shipping Weight: 3.1 kg
Protection Class: I/IP 23
Lamp: Metal Halide 200 W/SE
Base: GZY9,5
Lens Ø: 112 mm
Mounting: Socket 16 mm
Certifications: CE

Accessories:
	 4-leaf	Barndoor	

	 L2.79470.0

	 8-leaf	Barndoor	
	 L2.79500.0

	 Filter	Frame	
	 L2.79490.0

	 Softbox	Adapter	
	 Video	Pro	

	 L2.89068.0

	 Scrim	Set	
	 L2.79460.0

	 Snoot	
	 L2.79480.0

COMPACT THEATRE

ARRI COMPACT THEATRE 4000 4000 W

Color:	 	theatre	grey
Manual:	 L1.74010.B	
Motorized*:	 L1.74020.B	

Technical Data:
Size (HxWxL): 856 x 656 x 456 mm
Packed Size: 695 x 725 x 775 mm
Weight: 27 kg
Shipping Weight: 36.5 kg
Protection Class: I/IP 23
Lamp: Metal Halide 4000 W/SE
Base: G38
Lens Ø: 300 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.41200.0

	 8-leaf	Barndoor	
	 L2.81210.0

	 Filter	Frame	
	 L2.81220.0

	

ARRI COMPACT THEATRE 2500 2500 W

Color:	 	theatre	grey
Manual:	 L1.73680.B	
Motorized*:	 L1.73690.B	

Technical Data:
Size (HxWxL): 770 x 590 x 396 mm
Packed Size: 670 x 610 x 620 mm
Weight: 23 kg
Shipping Weight: 27 kg
Protection Class: I/IP 23
Lamp: Metal Halide 2500 W/SE
Base: G38
Lens Ø: 250 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL 

Accessories:
	 4-leaf	Barndoor	

	 L2.40950.0

	 8-leaf	Barndoor	
	 L2.40960.0

	 Filter	Frame	
	 L2.80970.0

	
	

*  MB ready version is supplied with the  
  necessary mountings for a motorized stirrup

ARRI X

ARRI X 60 6000 W

Color:	
Manual:	 L1.82650.B

Technical Data:
Size (HxWxL): 925 x 810 x 400 mm
Packed Size: 770 x 720 x 700 mm
Weight: 32.2 kg
Shipping Weight: 49 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 6000 W/SE
Base: G38
Glass Size: 520 x 533 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.82675.0
	 Frosted	Glass	

	 L2.82690.0

ARRI X 40/25 4000 W

Color:	
Manual:	 L1.82400.B

Technical Data:
Size (HxWxL): 760 x 590 x 290 mm
Packed Size: 620 x 610 x 670 mm
Weight: 21.1 kg
Shipping Weight: 27.5 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 4000 W/SE  
 Metal Halide 2500 W/SE
Base: G38
Glass Size: 385 x 400 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.82717.0
	 Frosted	Glass	

	 L2.82740.0
	 Adapter	for	Choke	

	 Ballast	2.5	kW	
	 L2.77440.0

ARRI X 12 1200 W

Color:	
Manual:	 L1.82250.B

Technical Data:
Size (HxWxL): 619 x 495 x 260 mm
Packed Size: 620 x  610 x 670 mm
Weight: 14.7 kg
Shipping Weight: 19.5 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 1200 W/SE
Base: G38
Glass Size: 315 x 330 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.82775.0
	 Frosted	Glass	

	 L2.82774.0

ARRI X 5 575 W

Color:	
Manual:	 L1.82200.B

Technical Data:
Size (HxWxL): 550 x 376 x 208 mm
Packed Size: 510 x 440 x 410 mm
Weight: 8 kg
Shipping Weight: 9.5 kg
Protection Class: I/IP 23
Lamp: Metal Halide 575 W/SE
Base: G22
Glass Size: 215 x 235 mm
Mounting: Spigot 28 mm
Certifications: CE

Accessories:
	 4-leaf	Barndoor	

	 L2.82240.0
	 Frosted	Glass	

	 L2.82249.0

ARRI X THEATRE

ARRI X 40/25 THEATRE 4000 W

Color:	 	theatre	grey	
Manual:	 L1.82410.B

Technical Data:
Size (HxWxL): 726 x 564 x 312 mm
Packed Size: 670 x 610 x 620 mm
Weight: 24 kg
Shipping Weight: 30 kg (with pallet)
Protection Class: I/IP 23
Lamp: Metal Halide 4000 W/SE  
 Metal Halide 2500 W/SE
Base: G38
Glass Size: 385 x 400 mm
Mounting: Spigot 28 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.82717.0
	 Frosted	Glass	

	 L2.82740.0
	 Adapter	for	Choke	

	 Ballast	2.5	kW	
	 L2.77440.0

ARRILUX

ARRILUX POCKETPAR 400 400 W

Color:	 	
Manual:		 	 L1.70880.0
Basic	Set:	 	 L0.70880.C
Lighthouse	Set:	L0.70880.E

Technical Data:
Size (HxWxL): 244 x 237 x 282 mm
Packed Size: 350 x 485 x 380 mm
Weight: 2.6 kg
Shipping Weight: 4.4 kg
Protection Class: I/IP 23
Lamp: Metal Halide 400 W/SE
Base: GZZ9,5
Lens Ø: 125 mm
Mounting: Socket 16 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.79470.0

	 8-leaf	Barndoor	
	 L2.79500.0

	 Scrim	Set	
	 L2.79460.0

	 5	Lens	Set,	130	mm	
	 L0.77824.0

	 Lighthouse	Clear	Glass	
	 L2.70860.0

	 Lighthouse	Frosted	Glass	
	 L2.70860.S

	 Softbox	Adapter	
	 for	Lighthouse	

	 L2.70888.0

	 Stirrup	for	Lighthouse	
	 L2.70865.0

	 Shutter	for	Lighthouse	
	 L2.70867.0

	 3/4	CTO,	130	mm	
	 L2.70846.0	

	

ARRILUX POCKETPAR 200 200 W

Color:	 	
Manual:	 	 L1.70790.0
Basic	Set:	 	 L0.70790.C
Lighthouse	Set:	L0.70790.E

Technical Data:
Size (HxWxL): 211 x 225 x 258 mm 
Packed Size: 255 x 390 x 440 mm
Weight: 1.9 kg
Shipping Weight: 3.6 kg
Protection Class: I/IP 23
Lamp: Metal Halide 200 W/SE
Base: GZY9,5
Lens Ø: 105 mm
Mounting: Socket 16 mm
Certifications: CE, CB,  GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.79170.0

	 Scrim	Set	
	 L2.79160.0

	 4	Lens	Set,	112	mm	
	 L0.70830.0

	 Lighthouse	Clear	Glass	
	 L2.70825.0

	 Lighthouse	Frosted	Glass	
	 L2.70825.S

	 Softbox	Adapter	
	 for	Lighthouse	

	 L2.70838.0

	 Stirrup	for	Lighthouse	
	 L2.70865.0

	 Shutter	for	Lighthouse	
	 L2.70826.0

	 3/4	CTO,	112	mm	
	 L2.70819.0

ARRILUX POCKETPAR 125 125 W

Color:	 	
Manual:		 	 L1.73375.0
Basic	Set:	 	 L0.73375.0

Technical Data:
Size (HxWxL): 143 x 126 x 190 mm
Packed Size: 175 x 200 x 380 mm
Weight: 1.1 kg 
Shipping Weight: 1.6 kg
Protection Class: I/IP 20
Lamp: HMI 125 W/SE
Base: GZX9,5
Lens Ø: 77 mm
Mounting: Socket 16 mm
Certifications: CE, CB, GS, cNRTL

Accessories:
	 4-leaf	Barndoor	

	 L2.73380.0

	 4	Lens	Set,	78	mm	
	 L0.73492.0

	 Softbox	Adapter	
	 L2.89070.0

	 3/4	CTO,	78	mm	
	 L2.73488.0	

	 	

	

DAYLIGHT
ARRISUN EVENT

ARRISUN 18 EVENT 1800 W

Color:	 	
Manual:	 L1.37591.E	 L1.37595.E

Technical Data:
Size (HxWxL): 543 x 384 x 376 mm
Packed Size: 550 x 510 x 690 mm
Weight: 10.5 kg
Shipping Weight: 15.8 kg
Protection Class: I/IP 23
Lamp: Metal Halide 1800 W/SE
Base: G38
Lens Ø: 250 mm
Mounting: Spigot 28 mm
Certifications: CE, CB,GS, cNRTL

Accessories:
	 4-leaf	Barndoor,	silver	

	 L2.80951.0

	 4-leaf	Barndoor,	black	
	 L2.40950.0

	

	 Spot	Lens	
	 L2.76821.0

	 Narrow	Flood	Lens	
	 L2.76822.0

	 Flood	Lens	
	 L2.76823.0

	 Super	Flood	Lens	
	 L2.76824.0

		 4	Lens	Set,	250	mm	
	 DROP	IN	incl.	case	

	 L0.76818.0

ARRISUN 5 EVENT 575 W

Color:	 	
Manual:	 L1.77871.E	 L1.77875.E

Technical Data:
Size (HxWxL): 344 x 259 x 295 mm
Packed Size: 475 x 380 x 320 mm
Weight: 4.5 kg
Shipping Weight: 6.1 kg
Protection Class: I/IP 20
Lamp: Metal Halide 575 W/SE
Base: G22
Lens Ø: 180 mm
Mounting: Spigot 16 mm
Certifications: CE

Accessories:
	 4-leaf	Barndoor,	silver	

	 L2.79671.0

	 4-leaf	Barndoor,	black	
	 L2.79670.0

	

	 Spot	Lens	
	 L2.77864.0

	 Narrow	Flood	Lens	
	 L2.77866.0

	 Flood	Lens	
	 L2.77868.0

	 Super	Flood	Lens	
	 L2.77870.0

		 4	Lens	Set,	175	mm	
	 L0.77863.0

		 Transmitter	Pendant	
	 Module	575	

	 L2.76786.0

	 Adapter	to	VEAM	
	 L2.76339.0	

	

ARRI LENS COLOR CODES
Spot	Lens	 Blue	
Narrow	Flood	Lens	(small	rectangles)	 Black	
Flood	Lens	(large	rectangles)	 Green	
Super	Flood	Lens	(honeycomb)	 Red	

L-SERIES

L5-DT LED Fresnel 115 W

Color:	 	 	 	
Hanging:	 	 L0.0001992*	 L0.0001988*
P.O.:	 	 L0.0001987*	 L0.0001986*
Stand-Mount:	 L0.0001990**	
	 	 L0.0001991***	
	 	
Technical Data:
Size (HxWxL): MAN: 321 x 278 x 280 mm  
 P.O.: 315 x 270 x 280 mm
Packed Size: 470 x 400 x 410 mm
Weight: MAN: 5.1 kg 
 P.O.: 7 kg 
Protection Class: IP 20
Lens Ø: 137 mm
Color Temperature: 5000 K - 6500 K
Mounting: 16 mm / 28 mm Combo Pin
Certifications: CE, CB, GS, cNRTL, Fcc, ISO9001:2000

*    with 1.5 m powerCON/bare ends cord 
**  with 3 m powerCON/Schuko cord
*** with 7 m powerCON/Edison cord

Accessories:
	 4-leaf	Barndoor	

	 L2.79470.0

	 4-leaf	Barndoor	
	 (black/silver)	

	 L2.79471.0

	 8-leaf	Barndoor	
	 L2.79500.0	

	 Filter	Frame	
	 L2.79490.0

	 Softbox	Adapter	
	 L2.89068.0

	 Snoot	
	 L2.79480.0	

	 1.5	m	powerCON/bare
	 ends	cord	

	 L2.0001485

	 3	m	powerCON/Schuko
	 cord	

	 L2.0001486

	 7	m	powerCON/Edison
	 cord	

	 L2.0001487	

L5-TT LED Fresnel 115 W

Color:	 	 	 	
Hanging:	 	 L0.0001982*	 L0.0001978*
P.O.:	 	 L0.0001977*	 L0.0001976*
Stand-Mount:	 L0.0001979**	
	 	 L0.0001980***	
	 	
Technical Data:
Size (HxWxL): MAN: 321 x 278 x 280 mm  
 P.O.: 315 x 270 x 280 mm
Packed Size: 470 x 400 x 410 mm
Weight: MAN: 5.1 kg 
 P.O.: 7 kg 
Protection Class: IP 20
Lens Ø: 137 mm
Color Temperature: 2600 K - 3600 K
Mounting: 16 mm / 28 mm Combo Pin
Certifications: CE, CB, GS, cNRTL, Fcc, ISO9001:2000

*    with 1.5 m powerCON/bare ends cord 
**  with 3 m powerCON/Schuko cord
*** with 7 m powerCON/Edison cord

Accessories:
	 4-leaf	Barndoor	

	 L2.79470.0

	 4-leaf	Barndoor	
	 (black/silver)	

	 L2.79471.0

	 8-leaf	Barndoor	
	 L2.79500.0	

	 Filter	Frame	
	 L2.79490.0

	 Softbox	Adapter	
	 L2.89068.0

	 Snoot	
	 L2.79480.0	

	 1.5	m	powerCON/bare
	 ends	cord	

	 L2.0001485

	 3	m	powerCON/Schuko
	 cord	

	 L2.0001486

	 7	m	powerCON/Edison
	 cord	

	 L2.0001487	

L5-C LED Fresnel 115 W

Color:	 	 	 	
Hanging:	 	 L0.0001958*	 L0.0001954*
P.O.:	 	 L0.0001953*	 L0.0001952*
Stand-Mount:	 L0.0001955**	
	 	 L0.0001956***	 	
	
Technical Data:
Size (HxWxL): MAN: 321 x 278 x 280 mm  
 P.O.: 315 x 270 x 280 mm
Packed Size: 470 x 400 x 410 mm
Weight: MAN: 5.1 kg 
 P.O.: 7 kg 
Protection Class: IP 20
Lens Ø: 137 mm
Color Temperature: 2800 K - 10000 K
Mounting: 16 mm / 28 mm Combo Pin
Certifications: CE, CB, GS, cNRTL, Fcc, ISO9001:2000

*    with 1.5 m powerCON/bare ends cord 
**  with 3 m powerCON/Schuko cord
*** with 7 m powerCON/Edison cord

Accessories:
	 4-leaf	Barndoor	

	 L2.79470.0

	 4-leaf	Barndoor	
	 (black/silver)	

	 L2.79471.0

	 8-leaf	Barndoor	
	 L2.79500.0	

	 Filter	Frame	
	 L2.79490.0

	 Softbox	Adapter	
	 L2.89068.0

	 Snoot	
	 L2.79480.0	

	 1.5	m	powerCON/bare
	 ends	cord	

	 L2.0001485

	 3	m	powerCON/Schuko
	 cord	

	 L2.0001486

	 7	m	powerCON/Edison
	 cord	

	 L2.0001487
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In order to maintain the highest possible standards, ARRI 
reserves the right to alter specifications without notice.
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DIMENSIONS

Dimensions on this chart are 
given in accordance with the 
diagram above.  
These may differ from figures 
quoted on other ARRI literature 
which uses different definitions.
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